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High range water reducing super-plasticizer admixture and dispersing 
agent for cementitious Grouts 

Apollo add GAS – 6 kg – ASTM 

FAMILY TREE PRODUCT DESCRIPTION 

 Apollo Add GAS is super-plasticizing admixture formulated 
from selected polymers specially designed to enable the 
water content of the cementitious grout to perform more 
Effectively. This effect can be used to improve workability, 
To increase ultimate strengths. It has also stabilizing agent 
To reduce bleeding and segregation in cementitious grout. 

 

FIELD OF APPLICATION: 
Apollo Add GAS grout admixture that ideally designed produce for the following application such as: 

 High flow cementitious grout application on. 

 Accelerate early strength development.  

 Produce high quality cementitious grout of 
improved durability and water tightness. 

 

 Prestressed and post tensioned grouting.  

 Post tensioned grouting and for dispersing cements 
and micro cements in injection on applications. 

 

PROPERTIES 
 Apollo Add GAS can be used with all types of 

cement and cement replacement materials.  
 Apollo Add GAS is compatible with other Apollo 

admixtures used in the same mix. 

 Minimizing  segregation and bleeding problems by 
Improving cohesion. 

 High strength increase with same cement  
Content. 

 More durable grout as a result of reduction in 
Permeability and lower water to cement ratio. 

 Chloride free. 

MIXING 
Ratio : The guidance dosage of Apollo Add GAS is (1.00 - 3.00) litre/100 kg of cementitious materials in 

the mix, including GGBFS, PFA or micro silica. Representative trials should be conducted to 
determine the optimum dosage of Apollo Add GAS to meet the performance requirements by 
using the materials and conditions in actual use. 
Note : 
Setting Time Although the setting time is dependent on the dosage of Apollo Add GAS, the 
following factors should be considered: 

 Retardation is increased with lower levels of tricalcium in the cement. 
 Lower temperatures will delay the setting time. 
 SRC cement gives higher retardation levels than ordinary cement. 
 Using more than one type of admixture in the same mix could affect the setting time . 

 Retardation level is increased when cement replacement materials are used in the 
grout mix. 

 

Admixture

Grout 
Additives 

Super-Plasticizing



 
 
 
 

 

 

This Technical Data Sheet is prepared based on extensive research and practical experience. With the varieties of the materials and conditions of application is out of our control, 

Apollo assumes no responsibility for the obtained results and / or damages caused by the usage of this product. Apollo Technical Service family is always available at your disposal 

for any advice and directions that might be required. 

Apollo for Construction Chemicals Manufacturing   2 of 2 

 

High range water reducing super-plasticizer admixture and dispersing 
agent for cementitious Grouts 

Apollo add GAS – 6 kg – ASTM 

PACKING 
Standard Package : Apollo Add GAS 100 is available in 25 liter pails, 210 liter drums and 1000 liter bulks supply. 

Custom Package : Special packages can be arranged for large requirements. 

How to Order : Specify the Product Name followed with a hyphen and package size. 

STORAGE CONDITION 
Shelf Life : 12 months from date of manufacture if stored at temperatures between 2°C and 

50°C. 

Temperature : 2°C and 50°C. 

Points of Attention : Store in shaded area and properly sealed in its original packing. 

TECHNICAL PROPERTIES 
PROPERTY STANDARD VALUE 

Standard ASTM  

Testing Conditions Tests were carried out in Apollo R&D laboratory @ 25°C 

Component  Single component 

Form  liquid 

Colour  Brown 

Specific Gravity ASTM D1475 1.20 ± 0.01 

Freezing Point   ≈ -2°C 

Chloride content BS5075 Nil  

Air entrainment  TypiTypically less than 2% 

ATTENTION 
PPE : Apollo Add GAS is not classified as hazardous material. Apollo Add GAS should not come 

into contact with skin and eyes. In case of contact with eyes wash immediately with plenty 
of water and seek medical advice promptly. 

Hazardous Classification : Hazardous transportation. 

Fire : Non-flammable. 

APOLLO AT THE GLANCE 
Apollo is confident with the technical solutions and high quality end products served to the customers. 
Apollo invites you to explore other services and products: 

 R&D and manufacturing custom solutions  Adhesives  Bonding Agents Systems 

 Building Finishing Systems  Concrete Admixture  Concrete Repair Systems 

 Flooring Systems  Grouts & Anchoring Systems  Painting & Putty Systems 

 Protective Coatings  Sealant & Jointing Solutions  Structural Strengthening Solutions 

 Surface Treatment Solutions  Tile Adhesive & Grouting Solutions  Waterproofing Systems 

 
 


