Nasa Bond 200

Nasa Bond 200- 1&5&200kg— ASTM
PVA multi-purpose bonding agent for cement mixes

Consiruction Chemicals
FAMILY TREE PRODUCT DESCRIPTION
Nasa Bond 200 is a one component PVA based concentrate.
Bonding Agent, Nasa Bond 200 is specially formulated for use as a multi-
Primer and Curing purpose bonding agent, primer, sealer and admixture for
Compound cement or gypsum mixes.

Polymer
Adhesive

PVA Based

FIELD OF APPLICATION
Nasa Bond 200 is ideally designed for use in the following applications:
e Asa primer and sealer on common porous substrates such as plaster, block and concrete for the subsequent application
of coating.
e As primer for paints.
e As priming bonding agent for cement or gypsum mixes such as plasters, renders and screeds for difficult
e Substrates or situations requiring additional adhesion.
e Asan admixture for readymade and site mixed cement or gypsum mixes.
e Asa general purpose adhesive for wood, cork, paper, carpet, stone, Tiles, etc.

PROPERTIES
e One component, easy to use. e Transparent when dry.
e Bonds many types of construction materials. e Chlorine and solvent free.
e Increases adhesion and other physical properties when e Economical.

added to cement mixes.
e Improves render and mortar durability.

PREPARATION

Working Conditions : 5°Cto45°C.

Tools / Equipment ¢ Roller or Brush.

Substrate ¢ Where Nasa Bond 200 should be used, the Substrate Should be sound, clean and free from

contamination. Surface laitance should be removed by light Scrabbling or grit blasting.
MIXING
Process : No materials / liquids shall be added of any type. The product is pre-mixed and ready for usage.

APPLICATION

Application Method : By roller or brush.

Coverage :  Bonding agent: 16 m? when diluted 1 to 1.

Sealer coat: 25 m? when diluted 1 to 4.
Admixture: 20 - 25 litre/100 kg Cement depending on use.
Note: The coverage rate differs from surface to another depending on the porosity of the surface.

This Technical Data Sheet is prepared based on extensive research and practical experience. With the varieties of the materials and conditions of application is out of our control,
Apollo assumes no responsibility for the obtained results and / or damages caused by the usage of this product. Apollo Technical Service family is always available at your disposal
for any advice and directions that might be required.
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Consiruction Chamicals
Position : The described process is suitable for vertical and horizontal applications.
Priming :  Notrequired.
Process :  General purpose bonding agent:

e Apply a thin film of the product over the prepared sides to be adhered together.
e Allow applied layer to become tacky prior to pressing each part and allow curing for
approximately one day.
As Cement screeds and plasters bonding agent:
e Porous surfaces should be sealed using brush application method to the prepared
surface. Make sure to fill all pores and voids and allow it to get dry.
e Make sure to apply the plaster or repair mortar whilst the applied coating is still tacky. A
As Sealer coat and dust proofing:
e Apply by brush over the target surface and allowed to dry.
Note: for porous surfaces other coat should be applied to assure appropriate seal. Admixture in
cement/sand screeds:
e Useit as an admixture in cement/sand screeds in both light traffic and heavy traffic
areas.
Proposed mixes is as the following:

Component Light Traffic High Traffic
Kg Kg
Cement 100 100
Sand 300 100
Granite - 200
(4-6mm)
Nasa Bond 200 20 25

e Prime the prepared surface with the product.

e The dry components should be mixed together.

e Add water to the mix to achieve a semidry mix and then add the product and mix,
more water could be added to achieve the required workability.

e Lay the mix on the tacky primed surface, tamp it and smooth it using trowels

PACKING
Standard Package ¢ Nasa Bond 200 is available in 1 liter, 5 liter and 200 liter.
Custom Package :  Special packages can be arranged for large requirements.
How to Order :  Specify the Product Name followed with a hyphen and package size.

STORAGE CONDITION

Shelf Life : 12 months from the date of manufacturing.

Temperature : 2°Cand50°C.

Points of Attention : Store in shaded area and properly sealed in its original packing.
TECHNICAL PROPERTIES

PROPERTY STANDARD VALUE

Standard ASTM

Testing Conditions Tests were carried out in Apollo R&D laboratory @ 25°C

Component Single component

Form Viscous liquid

Colour White

Specific Gravity 1.0-1.05

This Technical Data Sheet is prepared based on extensive research and practical experience. With the varieties of the materials and conditions of application is out of our control,
Apollo assumes no responsibility for the obtained results and / or damages caused by the usage of this product. Apollo Technical Service family is always available at your disposal
for any advice and directions that might be required.

Apollo for Construction Chemicals Manufacturing www.nasaccc.com 20f 3 \



Constructicn Chemicals

Nasa Bond 200

Nasa Bond 200- 1&5&200kg— ASTM
PVA multi-purpose bonding agent for cement mixes

Stability

Stable in alkaline conditions

Compatibility

All types of Portland cement

ATTENTION

PPE : Itis recommended to use full PPE while working with the product to avoid any possibility of
irritation to skin or eyes. In case of accidental contact with eyes, immediately flush with plenty
of water for at least 10 minutes and seek medical advice if necessary.

Hazardous Classification : Hazardous transportation.

Fire ¢ Non-flammable.

APOLLO AT THE GLANCE

Apollo is confident with the technical solutions and high quality end products served to the customers.
Apollo invites you to explore other services and products:

e R&D and manufacturing custom solutions

Adhesives

Bonding Agents Systems

e Building Finishing Systems e Concrete Admixture e Concrete Repair Systems
e Flooring Systems e Grouts & Anchoring Systems e Painting & Putty Systems
e Protective Coatings e Sealant & Jointing Solutions e Structural Strengthening Solutions

e Surface Treatment Solutions

Tile Adhesive & Grouting Solutions

Waterproofing Systems

This Technical Data Sheet is prepared based on extensive research and practical experience. With the varieties of the materials and conditions of application is out of our control,
Apollo assumes no responsibility for the obtained results and / or damages caused by the usage of this product. Apollo Technical Service family is always available at your disposal

for any advice and directions that might be required.
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