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Water based high performance acrylic protective and decorative coating 

NASA DC Paint– 18 ltr – ASTM 

FAMILY TREE PRODUCT DESCRIPTION 

 NASA DC Paint is a ready for use, single component, 
acrylic based coating for external and internal 
applications over variety of concrete and masonry 
substrates. NASA DC Paint exhibit excellent long term 
weathering and UV resistance. 

FIELD OF APPLICATION 
NASA DC Paint provides excellent protective and decorative fair face coating which can be used for a wide range of 
applications including:  

 Retaining walls.  

 Bridge abutments.  

 External concrete of storage tanks.  

 Multistory buildings and villas.  

 Pre-cast elements and concrete cladding.  

 Commercial and Industrial complexes. 

 

PROPERTIES 

 Protective barrier against chloride ions, carbon dioxide 
and water. 

 

 Durable - highly resistant to UV rays and weathering.  

 Good impact resistance.  

 Available in a wide range of decorative colours.  

 Colour stable.  

 Matt finish helping to hide irregularities.  

PREPARATION 
Working Conditions : 5°C to 45°C. 

Tools / Equipment : Mechanically powered mixer, mixing plastic bucket, airless spray machine, brush, or roller. 

Substrate : Surface preparation is very important to get the best performance; any surface to be coated 
must be clean, sound and free from oil, grease, curing compound, or any contamination. Any 
contaminants should be removed by light grit blasting. Surfaces containing slight surface 
imperfection or blowholes should be filled with a skim coat of cementitious repair mortar. Deep 
defected areas should be repaired with cementitious products from Apollo Repair range. 

MIXING 
Mixing Speed : 400 - 600 rpm. 

Process : Stir the product before use at low speed. 

APPLICATION 
Thickness : The products can be used 80 - 100 micron /layer DFT. 

Coverage  :      0.23 - 0.29 litre/m²/coat to give between 80 - 100 micron DFT. 

Wall And Facade

Decorative Coating

Acylic Based
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Water based high performance acrylic protective and decorative coating 

NASA DC Paint– 18 ltr – ASTM 

Process : It is recommended to apply two coats of NASA DC Paint at the stated rate of application. The first 
coat can be diluted by up to 15% with clean water depending on the surface porosity. The second 
coat can be applied within 2 hours depending on the ambient temperature. Coating can be 
carried out using airless spray machine, brush, or roller. 

Cleaning : All tools / equipment shall be cleaned immediately after use with fresh clean water. Hardened 
materials should be cleaned mechanically.  

PACKING 
Standard Package : NASA DC Paint available in 18 litter drum. 

Custom Package : Special packages can be arranged for large requirements. 

How to Order : Specify the Product Name followed with a hyphen and package size. 

STORAGE CONDITION 
Shelf Life : 12 months from the date of manufacturing. 

Temperature : 2°C and 50°C. 

Points of Attention : Store in shaded area and properly sealed in its original packing. 

TECHNICAL PROPERTIES 
PROPERTY STANDARD                             VALUE 

Testing Standard ASTM & BS 

Testing Conditions Tests were carried out in Apollo R&D laboratory with W/P = 0.25 @ 25°C 

Component  Single component 

Form  Liquid  

Colour  Coloured 

Volume solid  35 ± 5% 

Solid content  50 - 55% 

Over coating time  1:30 hr @ 35°C  
2:00 hr @ 25°C 

Touch dry time  25 min 

Flexibility (bend test) ISO 1519 Pass  
(Using 25 mm mandrel) 

UV resistance (@ 400 hr cycles) 
 

ASTM D4587 
 

Pass 

Particle size using hegman gage ASTM D1210 32 ± 5 micron 

   

VOC  < 50 g/ltr 

Density  1.35 ± 0.05 g/cm3 

ATTENTION 
PPE : It is recommended to use full PPE while working with the product to avoid any possibility of 

irritation to skin or eyes. In case of accidental contact with eyes, immediately flush with plenty 
of water for at least 10 minutes and seek medical advice if necessary. 

Hazardous Classification : Non-Hazardous. 

Fire : Non-flammable. 
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APOLLO AT THE GLANCE 
Apollo is confident with the technical solutions and high quality end products served to the customers. 
Apollo invites you to explore other services and products: 

 R&D and manufacturing custom solutions  Adhesives  Bonding Agents Systems 

 Building Finishing Systems  Concrete Admixture  Concrete Repair Systems 

 Flooring Systems  Grouts & Anchoring Systems  Painting & Putty Systems 

 Protective Coatings  Sealant & Jointing Solutions  Structural Strengthening Solutions 

 Surface Treatment Solutions  Tile Adhesive & Grouting Solutions  Waterproofing Systems 

 
 


