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Single Component, dry-premix, cementitious structure grade 

mortar  

NASA RMC – 25 Kg – ASTM 

FAMILY TREE PRODUCT DESCRIPTION 

 Single component, dry-premix, polymer modified 
cementitious powder carefully modified with selected high 
quality additives, fiber and silica fume that when mixed with 
water produces a highly consistent, smooth and trowelable 
for fine and smooth repaired surface. It is designed to suit 
structural repair needs. 

FIELD OF APPLICATION 
Area Type :  Dry  Semi-wet Submerged 

Area Location :  Crack  Fair face  Repairing blowholes  
   Repairing load bearing 

structures 
 Repairing precast concrete

elements 

 Thin render layer 
Repairing tie rod holes  

          Repair honeycombs 

Type of Application :  Horizontal  Vertical  

Substrates :  Concrete     
      

PROPERTIES 
 Non-shrinkage.  Easy to use. Just needs the addition of water. 

 Excellent bond behavior to cement based concrete.  Excellent adhesion properties. 

 Economical, hand applied no formwork.  Compatible with other types of protective coatings. 

 Suitable for internal and external applications.  Non-Toxic. 

 Fiber enhancement to reduce micro cracking.  Excellent workability. 

 Low permeability.  Resistance to aggressive environmental elements. 

 Dense surface helps in resisting carbon dioxide 
penetration. 

 Chloride free, safe to use in repairs of reinforced concrete 
surfaces. 

PREPARATION 
Working Conditions : 5° to 35°C. 

Tools / Equipment : Steel trowel, plastic mixing bucket, mechanically powered mixer. 

Substrate : Mark the area that shall be repaired. Prepare “V” groove; approximate 5 mm depth using saw 
cut. Avoid feather edges. Make sure that prepared surfaces are clean, sound and 
uncontaminated prior to the application. The prepared area should be cleaned thoroughly by 
brush and/or compressed air. Remove dirt, dust, oil, grease, laitance, sealers, release agents, 
curing compounds and paints. In case steel bars are exposed, treat using suitable coating 
materials prior applying the mortar. 

Priming : The prepared area should be soaked with water immediately prior to the application. In high 
porosity / critical areas, it is recommended to prime the area with suitable bonding agent such 
as Bond 200. 
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MIXING 
W/P Ratio : 4 ltr of fresh and clean water for each 25 kg powered. 
Mixing Speed : 400 – 600 rpm. 

Process : Add clean fresh water to clean plastic mixing container. Add the powder to the water slowly 
while the mixer is operating. Keep mixing for about 3 minutes until consistent paste is 
obtained. 

Points of 
Attention 

: Mix the amount that will ensure continuous application to the defected area without shortage 
in repair process or quick stiffness for the mixed materials before application. 
When the required amount is mixed, it shall be used immediately. 

APPLICATION 
Application Method : By Trowel. 

Thickness : The product can be applied at a thickness of 5 mm up to 40 mm in a single layer: 

 5 mm to 40 mm in a single layer for horizontal surface. 

 5 mm to 20 mm in a single layer for vertical surface. 
 5 mm to 15 mm in a single layer for overhead surface. 

Coverage / Yield : Approximately 14 letter / 25 kg bag. 

Position : The described process is suitable for vertical & horizontal application. 

Priming : The prepared area should be soaked with water immediately prior to the application. In high 
porosity / critical areas, it is recommended to prime the area with suitable bonding agent such 
as Bond 200. 

Process : Start filling the gaps with firm pressure from bottom / up direction. It should be firmly placed 
to ensure proper bonding to the prepared surface. Wooden float or plastic float may be used 
for levelling and initial finishing. Final finish can be carried out just before the initial set of 
material using a steel trowel. Single layer application can be carried out to a maximum 
thickness of 40 mm.Thicker repairs may be achieved by working in layers. 

Curing : To prevent rapid surface drying and crazing, repair mortar should be cured by spreading wet 
burlap or moist hessian cloth over the surface. Repaired area can also be cured using suitable 
curing compound such as NASA Bond 200 . 

Cleaning : All tools / equipment shall be cleaned immediately after use with fresh water. 

PACKING 
Standard Package : Nasa RMC Available in 25 Kg Plastic Bags. 

Custom Package : Special packages can be arranged for large requirements. 

How to Order : Specify the Product Name followed with a hyphen and package size. 

STORAGE CONDITION 
Shelf Life : A shelf life of 12 months from date of manufacture if stored at temperatures between 2°C and 

40°C in original unopened bags. 

Temperature : 2°C and 40°C 

Points of Attention : Store in shaded area and properly sealed in its original packing 

TECHNICAL PROPERTIES 
PROPERTY STANDARD VALU 

Standard BS EN 123506, BS EN 123908, BS 63197, BS 63193, BS 1881208, ASTM C109, ASTM 

C1202 & ASTM C157 

Testing Conditions Tests were carried out in Apollo R&D laboratory @ 25°C 

Component  Single component 

Form  Powder 
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Colour  Grey 
White 

Fresh Wet Density BS EN 123506 2.05 Kg/Ltr ± 0.05 

Working Time  20 mins 

Compressive strength ASTM C109 55 N/mm² at 28 days 

Tensile Strength BS 63197 5 N/mm² at 28 days 

Bond Strength ASTM D4541 > 1.5 N/mm² at 28 days (Concrete failure) 

Flexural Strength BS 63193 7 N/mm² at 28 days 

Water Absorption BS 1881208 < 0.01 ml/m²/sec at 2 hrs 

Water Permeability  < 10 mm 

Rapid Chloride Permeability ASTM C1202 < 650 coulombs 

Drying Shrinkage ASTM C157 < 500 micro stain at 28 days 

ATTENTION 
PPE : It is recommended to use full PPE while working with the product to avoid any possibility of 

irritation to skin or eyes. In case of accidental contact with eyes, immediately flush with 
plenty of water for at least 10 minutes and seek medical advice if necessary. 

Hazardous Classification : Non-Hazardous transportation. 

Fire : Non-flammable. 

APOLLO AT THE GLANCE 
Apollo is confident with the technical solutions and high quality end products served to the customers. 
Apollo invites you to explore other services and products: 

 R&D and manufacturing custom solutions  Adhesives  Bonding Agents Systems 

 Building Finishing Systems  Concrete Admixture  Concrete Repair Systems 

 Flooring Systems  Grouts & Anchoring Systems  Painting & Putty Systems 

 Protective Coatings  Sealant & Jointing Solutions  Structural Strengthening Solutions 

 Surface Treatment Solutions  Tile Adhesive & Grouting Solutions  Waterproofing Systems 

 
 


