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FAMILY TREE PRODUCT DESCRIPTION 

 Nasa Epoxy Primer is a clear high performance primer 
designed to improve adhesion of various types of Nasa epoxy 
range including coatings, self-smoothing and trowel applied 
products. Two products are available, a solvent free primer 
"Nasa Epoxy Primer" and a solvented one "Nasa Epoxy primer 
S". 

FIELD OF APPLICATION 
 Nasa Epoxy Primer is used as a prime coat to aid improving adhesion of subsequent epoxy layers. One or two coats should be 
applied depending on surfaces' porosity. 

 
Nasa Product Nasa Epoxy Primer Nasa Epoxy Primer S 

Nasa Epoxy HP100,HP200 * * 
 

 

Nasa Self-Level LPE1,LPE2,LPE3    - * 
 

 

Nasa Conductive * - 

Nasa Clear Epoxy  * - 

Nasa Wood Epoxy  * - 

Nasa Metallic Epoxy  * - 

PREPARATION 
Working Conditions : 5° to 45°C 

Tools / Equipment : Roller or Brush. 

Substrate :  Substrate Preparation: 
The substrate must be clean, dry, even, dense and free from oil, grease, dust and other 
contaminants. A clean surface will ensure maximum adhesion between the substrate and the 
coating. Concrete floors must have a minimum compressive strength of 25 N/mm² and a maximum 
concrete relative humidity of 75% (max. moisture content of 5%), relative humidity can be 
measured using a hygrometer. Concrete relative humidity should be less than 75% for concrete 28 
days old or more. 
Surface Preparation: 
 Unsound layers and contaminated concrete surfaces must be prepared using mechanical surface 
removing equipment. Acid etching can be used only in well ventilated areas. Areas deeply 
contaminated by oil or grease, should be treated by hot compressed air. 

MIXING 
         Process : Prior to mixing, stir individual components of Nasa Epoxy Primer S. Take care to ensure that bottom and 

sides are thoroughly scraped, transfer the entire content of hardener into the base and mix for 2 - 3 
minutes using slow speed mixer fitted with suitable paddle. 

  

Bonding Agent, 
Primer and Curing 
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Primer 
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APPLICATION 
 
Application Method 

 
 
 
: 

 
 
 
By roller or brush. 

Coverage                              :        180 m²@100 micron. 

Position : The described process is suitable for vertical and horizontal applications.  

Process : Nasa Epoxy Primer S should be applied by brush or short hair lambs wool roller. Spread evenly at the 
recommended coverage rate, avoiding any primer ponding on the floor. Highly porous surfaces may 
require two coats of Primer. 

PACKING 
Standard Package : Nasa Epoxy Primer is available in 18 Liter. 

Custom Package : Special packages can be arranged for large requirements. 

How to Order : Specify the Product Name followed with a hyphen and package size. 

STORAGE CONDITION 
Shelf Life : 12 months from the date of manufacturing. 

Temperature : 2°C and 50°C. 

Points of Attention : Store in shaded area and properly sealed in its original packing. 

TECHNICAL PROPERTIES 
PROPERTY STANDARD VALUE 

Standard ASTM  

Testing Conditions Tests were carried out in Apollo R&D laboratory @ 25°C 

Component  Two Component  
Part A : Resin 
Part B : Hardener  

Form  Nasa Epoxy Primer       Yellowish Clear Liquid   
Nasa Epoxy Primer S      Yellowish Clear Liquid   

Bond Strength 
 

 

ASTM D4541-85 ≥ 2 MPa 
(concrete Failure) 

Mixed Density   Nasa Epoxy Primer         1.1±0.05 g/cm³ 
Nasa Epoxy Primer S      1.0±0.05 g/cm³  

Mixed Viscosity   Nasa Epoxy Primer         20 – 40 poise 
Nasa Epoxy Primer S      5 – 15    poise 

Pot Life   Nasa Epoxy Primer         90 – 120 min 
Nasa Epoxy Primer S      120 – 280 min 

Over Coating Time     Nasa Epoxy Primer        12 – 24 hr 
Nasa Epoxy Primer S        12 – 24 hr                            

VOC  < 15 g/ltr 

ATTENTION` 
PPE : It is recommended to use full PPE while working with the product to avoid any possibility of 

irritation to skin or eyes. In case of accidental contact with eyes, immediately flush with plenty 
of water for at least 10 minutes and seek medical advice if necessary. 

Hazardous Classification : Hazardous transportation. 

Fire : Non-flammable. 
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APOLLO AT THE GLANCE 
Apollo is confident with the technical solutions and high quality end products served to the customers. 
Apollo invites you to explore other services and products: 

 R&D and manufacturing custom solutions  Adhesives  Bonding Agents Systems 

 Building Finishing Systems  Concrete Admixture  Concrete Repair Systems 

 Flooring Systems  Grouts & Anchoring Systems  Painting & Putty Systems 

 Protective Coatings  Sealant & Jointing Solutions  Structural Strengthening Solutions 

 Surface Treatment Solutions  Tile Adhesive & Grouting Solutions  Waterproofing Systems 

 
 


