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FAMILY TREE PRODUCT DESCRIPTION 

 NasaSeal WB is a water based wax emulsion curing compound 
formulated from selected materials to form a low viscosity 
curing compound. NasaSeal WB is supplied as a white liquid 
which forms a wet white film when applied to concrete 
surfaces. This dries to form a transparent film which retains 
sufficient moisture in the concrete to ensure full hydration of 
the cement, which essential for optimum strength 
development. 

FIELD OF APPLICATION 
NasaSeal WB is used mainly for newly cast concrete and cementitious surfaces to retain sufficient moisture to ensure full hydration 
of the cement. Typical application areas include: 

 Runways and roads. 

 Roof decks. 

 Retaining walls. 

 Irrigation canals. 

 Concrete floors. 

 Concrete tanks. 

PROPERTIES 
 90% curing efficiency.   

 Helps achieve concrete desired strengths.  

 Minimizes potential surface cracking and shrinkage.  

 Promotes a harder dust free surface.   

 Single component.  

 Can be spray applied to reduce labor cost.  

PREPARATION 
Working Conditions : 5° to 30°C 

Tools / Equipment : Roller or Brush or spray machine. 

Substrate :  The substrate should be sound, clean and free from contamination. Surface laitance should be 
removed by acid etching. Exposed steel reinforcements should be grit blasted or wired brushed to a 
bright finish to insure it is clean of all surface contaminants. 
 

MIXING 
         Process : No materials / liquids shall be added of any type. The product is pre-mixed and ready for usage. 
  

 

APPLICATION 
 
Application Method 

 
 
 
: 

 
 
 
By roller or brush or spray machine. 

Coverage                              :        The recommended coverage rate is 3 – 5 m²/litre. 

Bonding Agent, 
Primer and Curing 

Compound 

Couring 
Compound 

Water Based 
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Position : The described process is suitable for vertical and horizontal applications.  

Process : NasaSeal WB should be spray applied as soon as possible to the fresh concrete, provided that the 
surface water has evaporated. Do not apply if bleed water is forming, or is present on the concrete 
surface. Stir NasaSeal WB well before use to ensure even pigment dispersion. NasaSeal WB should 
be spray applied, the spray nozzle should be held approximately 450 mm from the concrete surface 
and passed back and forth to ensure complete coverage. 
Pump pressure should be maintained to give an even, fine spray. The applied film should be 
protected from rain for at least 3 hours; care should be taken to ensure that the film is not broken. 
In case of formed concrete, NasaSeal WB should be applied immediately after de-shuttering. In such 
a case the concrete surface must be dampened with clean water prior application of NasaSeal WB 
Dry surfaces may prevent correct film forma� on and cause absorption of the NasaSeal WB into the 
concrete surface, which may lead to staining and difficulty in later degradation and removal. 
Note: 

 It is important that the complete removal of the NasaSeal WB is ensured prior to the 
application of any 

 surface finishes or additional surface treatments. 

 NasaSeal WB can be removed by using high pressure steam, water jetting or light sand 
blasting. 

 NasaSeal WB minimum application temperature is 5°C. 
 

PACKING 
Standard Package : NasaSeal WB is available in 5, 20 and 200 litre containers. 

Custom Package : Special packages can be arranged for large requirements. 

How to Order : Specify the Product Name followed with a hyphen and package size. 

STORAGE CONDITION 
Shelf Life : 12 months from the date of manufacturing. 

Temperature : 2°C and 50°C. 

Points of Attention : Store in shaded area and properly sealed in its original packing. 

TECHNICAL PROPERTIES STANDARD  
 NasaSeal WB complies with AASHTO M148 and ASTM C309, Type 1 or 2, Class A. 

 NasaSeal WB is suitable for use in contact with potable water when tested in accordance to BS 6920. 

ATTENTION` 
PPE : It is recommended to use full PPE while working with the product to avoid any possibility of 

irritation to skin or eyes. In case of accidental contact with eyes, immediately flush with plenty 
of water for at least 10 minutes and seek medical advice if necessary. 

Hazardous Classification : Hazardous transportation. 

Fire : Non-flammable. 
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APOLLO AT THE GLANCE 
Apollo is confident with the technical solutions and high quality end products served to the customers. 
Apollo invites you to explore other services and products: 

 R&D and manufacturing custom solutions  Adhesives  Bonding Agents Systems 

 Building Finishing Systems  Concrete Admixture  Concrete Repair Systems 

 Flooring Systems  Grouts & Anchoring Systems  Painting & Putty Systems 

 Protective Coatings  Sealant & Jointing Solutions  Structural Strengthening Solutions 

 Surface Treatment Solutions  Tile Adhesive & Grouting Solutions  Waterproofing Systems 

 
 


