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Ready to use acrylic based decorative textured finish coat for external and 

internal application 

 

Nasaplast AP – 10&25 Kg – BS/ASTM 

 

FAMILY TREE PRODUCT DESCRIPTION 

 Nasaplast AP consists of acrylic binders, mineral fillers, 
cellulose fibres, pigments, polymers, rheological additives 
and water. It is applied as a thin layer protective and 
decorative wall covering for internal and external 
application. It is a ready to use product that can be applied 
by trowel floating or spray to produce various types of 
textures and finishes. 

 FIELD OF APPLICATION 
 Wall coverings external and internal.  

 Decorative textured finishes. 

 As a component of the ETICS/EIFS systems. 

 

PROPERTIES 
 Hydrophobic.  Variety of decorative textured finishes. 

 Weather resistant for durable system.  Variety of colours. 

 Good thermal characteristics.  Non-flammable. 

 Highly vapour permeable allowing concrete or 
substrates to breath. 

 Easily cleaned. 

PREPARATION 
Working Conditions : 5°C to 35°C. 

Tools / Equipment : Mechanically powered mixer, mixing plastic bucket, steel trowel or hopper spray gun. 

Substrate : Surfaces shall be sound, dry and clean from all contaminants. Lightly abrade the substrate using 
mesh 60 grade sand paper to remove laitance. Nasaplast AP system can be applied on new or 
old surfaces of pre-cast concrete, normal concrete, normal cement/lime based plaster, aerated 
concrete, and gypsum plasters. The application of this system is not suitable on plastic and resin 
paints, varnish and oil-based paints. Prime the substrate. Primer should be used as a bonding 
agent and a balancing pH system between the different substrates and the acrylic plaster. This 
primer is a water based system consisting of styrene copolymer binder. It also helps in the 
uniformity of colouration of the final coat. After priming, at least 24 hours are needed before 
applying the acrylic plaster. 

MIXING 
W/P ratio : No materials / liquids shall be added of any type. 

Mixing Speed : Low speed stirring. 

Process  : The product before use at low speed. 
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APPLICATION 
Process  Before the application, Nasaplast AP is thoroughly stirred using a slow speed agitator. If needed, 

small amount of water can be added to ease the workability (this action should be checked and 
controlled). The material is applied with a steel trowel or spray and sprayed to a thin layer. And 
different textures are obtained especially if a floating trowel is used where the working action 
can be done in circles, horizontally or vertically. 
Product Grades and Textures: 
 Nasaplast AP comes with two different systems related to the final desired finish: 

 T type: is the normal textured uniform system; where the largest grain size appears 
uniformly on the whole finish. The T type comes with different large grain sizes which 
reflect in the final thickness.  

 S type: is the scratch type finish, where selected large grain particles will be spreaded in 
the finish and gives a randomly scratch effect on the finish. The size of these large grains 
effect the thickness of the applied layer.  

The following table summarizes the system: 

Structure Type Recommended thickness 
(mm) 

The theoretical consumption 
(kg/m²) 

T0.5 0.5-1.0 0.9-1.8 

T1 0.7-1.4 1.3-2.6 

T1.5 1.5-2 2.8-3.7 

T2 1.8-2.4 3.3-4.6 

T2 2.5-3.0 4.6-5.6 

S2 2.0-3.0 3.7-5.6 

S3 3.0-4.0 5.6-7.4 
 

PACKING 
Standard Package : Nasaplast AP available in 10 kg buckets and 25 kg pails 

Custom Package : Special packages can be arranged for large requirements. 

How to Order : Specify the Product Name followed with a hyphen and package size. 

STORAGE CONDITION 
Shelf Life : A 6 months shelf life when stored in original closed packs in shaded temperature controled 

conditions.  

Temperature : 2°C and 50°C. 

Points of Attention : Store in shaded area and properly sealed in its original packing. 

TECHNICAL PROPERTIES 
PROPERTY STANDARD  VALUE 

Testing Standard ASTM & BS 

Testing Conditions Tests were carried out in Apollo R&D laboratory with W/P = 0.25 @ 25°C 

Component  Single component 

Form  Pasty liquid with different grain size fillers 

Colour  Coloured 

Bond with substrate                 EN 1542  ≥ 0.35 MPa 

pH EN ISO 787-9  10 - 11 

Thermal conductivity                     EN 1745  0.7 ± 0.05 w/mk 
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Water absorption                    EN 1062-3  0.4 ± 0.05 kg/m².h0.5 (category W₂) 

Water vapour transmition                EN ISO 7783-2  60 ± 20 g/m².d (category V₂ 

Durability against freeze thaw  Passes (Category W₂) 

VOC passing leed requirements  ≤ 40 g/ltr 

ATTENTION 
PPE : It is recommended to use full PPE while working with the product to avoid any possibility of 

irritation to skin or eyes. In case of accidental contact with eyes, immediately flush with plenty 
of water for at least 10 minutes and seek medical advice if necessary. 

Hazardous Classification : Non-Hazardous. 

Fire : Non-flammable. 

APOLLO AT THE GLANCE 
Apollo is confident with the technical solutions and high quality end products served to the customers. 
Apollo invites you to explore other services and products: 

 R&D and manufacturing custom 
solutions 

 Adhesives  Bonding Agents Systems 

 Building Finishing Systems  Concrete Admixture  Concrete Repair Systems 

 Flooring Systems  Grouts & Anchoring Systems  Painting & Putty Systems 

 Protective Coatings  Sealant & Jointing Solutions  Structural Strengthening Solutions 

 Surface Treatment Solutions  Tile Adhesive & Grouting Solutions  Waterproofing Systems 

 
 


