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Polymer modified resin based primer to enhance the bond between Nasaplast range 

of plasters and surface decorative finishes on different kind of substrates 

Nasaplast Primer– 18 Ltr– ASTM 

 

FAMILY TREE PRODUCT DESCRIPTION 

 Nasaplast Primer is a one component polymer modified resin 
based primer specially formulated to enhance the uniformity 
and colouration of the final topical coat. Nasaplast Primer 
works by balancing the pH between the finishing plasters and 
the substrate giving a stronger and more durable bond.  

FIELD OF APPLICATION 
Nasaplast Primer is an ideally designed primer coat to increase the bonding on smooth concrete substrates for full range of Nasa 
decorative platers. Nasaplast Primer can be used internally, externally and for vertical and overhead applications. 

 

PROPERTIES 

 Variable in a wide range of colours.    Gives an improved surface finish for acrylic, silicate 
and silicone decorative coatings. 

 One component, easy to use.  Gives an improved surface finish for acrylic, silicate 
and silicone decorative coatings 

 Provides excellent adhesion Provides excellent 
adhesion.  

 Can be used internally and externally. 
 

 Increases working Time and workability of plaster  Inhibits water loss from the plaster through the 
substrate. 

 

PREPARATION 
Working Conditions : 5° to 45°C 

Tools / Equipment : Roller or Brush. 

Substrate :  Substrate must be clean and free from oil, grease, dust and laitance. Surface laitance should be 
removed by light scrabbling or grit blasting. 

MIXING 
         Process : Nasaplast Primer does not require dilution. Mix continuously with low speed mixer/drill (400 - 600 rpm) 

for 3 - 5 minutes. Make sure the contents are scrred well before use. 
  

 

APPLICATION 
 
Application Method 

 
 
 
: 

 
 
 
By roller or brush. 

Coverage                              :        Q`A1ZWS2 

Postion 
 

: The described process is suitable for vertical and horizontal applications.  

Bonding Agent, 
Primers and 

Curing Compound 

Polymer Modified  
Primers 

Acrylic Based 
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Process : Nasaplast Primer is applied with a textured roller to the prepared substrate making sure to obtain 
100% coverage. Decorative Plaster should be applied 24 hours after Nasaplast Primer dries. 

PACKING 
Standard Package : Nasaplast Primer is available in 18 litre plastic buckets. 

Custom Package : Special packages can be arranged for large requirements. 

How to Order : Specify the Product Name followed with a hyphen and package size. 

STORAGE CONDITION 
Shelf Life : 12 months from the date of manufacturing. 

Temperature : 2°C and 50°C. 

Points of Attention : Store in shaded area and properly sealed in its original packing. 

TECHNICAL PROPERTIES 
PROPERTY STANDARD VALUE 

Standard ASTM  

Testing Conditions Tests were carried out in Apollo R&D laboratory @ 25°C 

Component  Single component 

Form       Liquid    
Specific  Gravity  

 

 ≈ 1.4 ± 0.1 

Wet film thickness   100 - 200 micron 

Dry to touch   4 hr 

Full drying Time   ≈ 24 hr 

Application ground temperature    5 - 30°C 

Viscosity   200 - 250 p 

Solids by weight   60% 

Solids by volume   45% 

VOC   < 15 g/ltr 

ATTENTION` 
PPE : It is recommended to use full PPE while working with the product to avoid any possibility of 

irritation to skin or eyes. In case of accidental contact with eyes, immediately flush with plenty 
of water for at least 10 minutes and seek medical advice if necessary. 

Hazardous Classification : Hazardous transportation. 

Fire : Non-flammable. 

APOLLO AT THE GLANCE 
Apollo is confident with the technical solutions and high quality end products served to the customers. 
Apollo invites you to explore other services and products: 

 R&D and manufacturing custom solutions  Adhesives  Bonding Agents Systems 

 Building Finishing Systems  Concrete Admixture  Concrete Repair Systems 

 Flooring Systems  Grouts & Anchoring Systems  Painting & Putty Systems 

 Protective Coatings  Sealant & Jointing Solutions  Structural Strengthening Solutions 

 Surface Treatment Solutions  Tile Adhesive & Grouting Solutions  Waterproofing Systems 

 
 


