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Joint Sealent 

Sealant 

Polymer Based 

FAMILY TREE PRODUCT DESCRIPTION 

 NASCO 505 is a one-part, general purpose polymer  
based  which can be used internally or externally. It cures 
on exposure to the atmosphere to form a flexible sealant. 
NASCO 505 designed for use in all types of concrete 
pavement joints and has excellent adhesion properties to 
asphalt substrates. 

.FIELD OF APPLICATION 
 For sealing all types of joints in airport runways and aprons. 

 For sealing all types of joints in car parks, and traffic decks. 

 For sealing of all types of joints in warehouses, oil terminals, docks and harbours. 

 For sealing all types of joints in sewage treatment plants. 

 For sealing expansion and construction joint. 

 

 

PROPERTIES 
 

 Single component ready for use. 

 

 Excellent adhesion to most building substrates. 

 weathering and UV  resistant.  Excellent movement accommodation in butt and lap 
joints. 

 Good chemical resistance to a wide range of 
mild alkalis, diluted acids and solvents. 

 

PREPARATION 
Working 
Conditions 

: 5°C to 55°C. 

Tools / Equipment : Mixing container, spatula or rubber float. 

Substrate : Clean thoroughly and ensure that it is dry and free from dust, oil, grease, paints or any 
other loose material that might cause de- bonding with the surface. Special 
considerations to all newly poured cement based substrates. Ensure that substrates are 
sufficiently cured, dimensionally stable, shrinkage and structural strain movements free 
and stable. 

MIXING  
Substrate : No materials / liquids shall be added of any type. The product is pre-mixed and ready 

for usage. 

APPLICATION 
Application 
Thickness       

: Up to 10 cm thickness. 
 

Coverage : Approximately 10 linear meter /5kg @ 3 cm thickness  

Position : The described process is suitable for vertical and horizontal and overhead installation 
positions. 
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Process : The normal method of application is to : 
1. Mix materials well before use. 
2. Push backing rod into the joint with a blunt tool and cut to desired length. 
3. Apply a NASCO 505 in to joint and make it smooth. 
4. Put stabile covered in to joint. 

 

PACKING 
Standard Package : NASCO 505 Aavailable in 5kg & 1kg. 

Custom Package : Special packages can be arranged for large requirements 

How to Order : Specify the Product Name followed with a hyphen and package size 

STORAGE CONDITION 
Shelf Life : 24 months from the date of manufacturing 

Temperature : 2°C and 50°C 

Points of 
Attention 

: Store in shaded area and properly sealed in its original packing 

TECHNICAL PROPERTIES 
PROPERTY STANDARD VALUE 

Shore A hardness: 
 

                     ASTM D2240 25 ± 5 

Solid content:   90% 

Movement accommodation: 
 

                                           25% for butt joints 
50% for lap joints 

Mixed density:   1.73 ± 0.05 g/cm3 

Application temperature  5 - 55°C 

Curing rate  5 days 

Color   Black 

Elongation at break:             ASTM D412 350% 

Service temperature:   -20 to 90°C 

Tensile strength:           ASTM D412 ≥ 1.0 MPa 

 

ATTENTION 
PPE : It is recommended to use full PPE while working with the product to avoid any possibility of 

irritation to skin or eyes. In case of accidental contact with eyes, immediately flush with plenty 
of water for at least 10 minutes and seek medical advice if necessary. 

Hazardous Classification : Non-Hazardous. 

Fire : Non-flammable. 
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APOLLO AT THE GLANCE 
Apollo is confident with the technical solutions and high quality end products served to the customers. 
Apollo invites you to explore other services and products: 

 R&D and manufacturing custom 
solutions. 

 Adhesives.  Bonding Agents Systems. 

 Building Finishing Systems.  Concrete Admixture.  Concrete Repair Systems. 

 Flooring Systems.  Grouts & Anchoring Systems.  Painting & Putty Systems. 

 Protective Coatings.  Sealant & Jointing Solutions.  Structural Strengthening 
Solutions. 

 Surface Treatment Solutions.  Tile Adhesive & Grouting 
Solutions. 

 Waterproofing Systems. 

 
 


